
Timber studs and
insulation

Internal lining
Building underlay
continuous
around corners

EzyCorner cavity
flashing

Tight mitred joint
to horizontal
weatherboards
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Weatherboard cladding

Timber framing

EzyBuild K-strip
Weatherboard Cavity Fix

Concrete slab / footing

40 x 2.5mm hot dip galv.
clout @ 400crs

Cavity batten as per
manufacturer's specifications

EzyCorner cavity
flashing

Corner studs

3D VIEW

Building underlay

Timber framing

EzyBuild K-strip
Weatherboard Cavity
Fix

Concrete slab / footing

Cavity batten as per
manufacturer's specifications

EzyCorner cavity
flashing

Corner studs

3D VIEW

Building underlay

Tight mitred joint to
horizontal weatherboards

60 x 2.8mm hot dip galv. clout
to top and bottom plates, and
nogs/blocking at 1200mm crs.
Alternatively use 25mm
diameter daubs of compatible
adhesive at 600crs max.
Provide temporary supports
while adhesive cures
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NOTEL EZY CORNER IS SHOWN WITH WEATHERBOARDS,
DETAILING FOR OTHER CLADDINGS IS SIMILAR



Building underlay
continuous around
corners

EzyCorner cavity
flashing

Scribed and notched corner
for weatherboards

Timber studs and
insulation

Internal lining

INTERNAL CORNER
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Timber framing

Bottom plate
on DPC

K-strip Weatherboard
Cavity Fix

Concrete slab
/ footing

40 x 2.5mm hot dip galv.
clout @ 400crs

Cavity batten as per
manufacturer's specifications

Timber framing

Bottom plate
on DPC

K-strip Weatherboard
Cavity Fix

Concrete slab
/ footing

40 x 25mm hot dip galv.
clout @ 400crs

Cavity batten as per
manufacturer's
specifications

Building
underlay

Scribed and notched corner
for weatherboards

EzyCorner cavity
flashing

EzyCorner cavity
flashing

Corner studs

Corner studs

3D VIEW

3D VIEW

60 x 2.8mm hot dip galv. clout
to top and bottom plates, and
nogs/blocking at 1200mm crs.
Alternatively use 25mm
diameter daubs of compatible
adhesive at 600crs max.
Provide temporary supports
while adhesive cures
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NOTEL EZY CORNER IS SHOWN WITH WEATHERBOARDS,
DETAILING FOR OTHER CLADDINGS IS SIMILAR



3mm gap between EzyCorner
and K strip weatherboard cavity fix
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K strip sheet cavity fix
butted into EzyCorner

EzyCorner cap adhered to
EzyCorner with compatible
adhesive
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Cavity closuer
butted into EzyCorner

EzyCorner cap adhered to
EzyCorner with compatible
adhesive
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