
6mm min.100mm min. to permanent
paving or 175mm min.
to unpaved ground

Fibre cement weatherboard

Concrete slab / footing

Bottom plate on DPC

Timber studs and
insulation

Building wrap

Internal lining

40x2.5mm hot dip galv
clout @ 400crs
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Glue fixing point

Sealant point

K Strip Weatherboard Direct Fix
with 20x3mm punched slots
@ 50mm crs

6mm min.

Concrete slab / footing

Bottom plate on DPC

Timber studs and
insulation

Internal lining

Building wrap

100mm min. to permanent
paving or 175mm min.
to unpaved ground 50
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40x2.5mm hot dip galv
clout @ 400crs

Apply continuous 5mm
bead of adhesive

Apply continuous 5mm
bead of sealant

K Strip Weatherboard Direct Fix
with 20x3mm punched slots @ 50mm crs

K
 - 

S 
T 

R
 I 

P 
  F

 I 
B

 R
 E

   
C

 E
 M

 E
 N

 T
   

W
 E

 A
 T

 H
 E

 R
 B

 O
 A

 R
 D

   
D

 I 
R

 E
 C

 T
   

F 
I X

EB5
MAY
2010

STEP 1 -  Fix K-Strip Weatherboard Direct Fix
- Apply glue and sealant

STEP 2 -  Fix first weatherboard
- Remove excess sealant


